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More secure storage in the same footprint as BD Pyxis” ES System.

*Configuration dependent footprint comparison. Pro hardware enables up to two additional STA’s which can hold up to 40 SKUs securely each and one 7cf fridge which can hold up to 30 SKU’s

securely versus 12 in the 5cf fridge. (40+40+30-12 = 98). Or, up to 200+200+150 multi-access compartments compared to 12 (for ES on left) for a difference of 538

**Stacked units must be ordered together at the same time. BD does not support stacking or unstacking units outside of the manufacturing process.

Use of BD Pyxis™ BiolD is at the discretion of the organization implementing the BD Pyxis™ Pro system. The organization is solely responsible for compliance with all applicable privacy laws,
including but not limited to any laws governing use of biometric technology.



BD Pyxis” Pro Secure Tower Auxiliary

Stackable on BD Pyxis™ Pro 7-drawer Auxiliary* and BD Pyxis™ Pro Refrigerator Auxiliary* or free standing
Up to 40 secure narrow bins

Configuration Options
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*Stacked units must be ordered together at the same time. BD does not support stacking or unstacking units outside of the manufacturing process.
BD Pyxis” Pro Refrigerator Auxiliary
Up to 30 secure narrow bins
lf"m ] Configuration Options
Standard Bins Open Shelves
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Bins available for BD Pyxis™ Pro Secure Tower Auxiliary and BD Pyxis™ Pro Refrigerator Auxiliary
Narrow Bin [ New] Standard Bin Deep Bin
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m Removable dividers can create up to 5 pockets 12_0;&‘

within bins to increase number of line items

*Internal dimensions shown. These renderings are shown for illustration purposes only. They may vary from the actual final product.



BD Pyxis” Pro MedStation™ Dispensing System

18.5” Articulating DISplCIy Wireless Barcode Scanner | BD Pyxis™ BioID Scanner

Med Label Prim!l?eceipt Printer ‘
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Integrated med label and receipt printers Articulating Display tilted up Contact or RFID Scanner
(RFID shown)

Flexible Drawer Options

BD Pyxis™ Matrix Drawer
Optional Internal Return Bin

£ BD Pyxis™ MedStation™ ES
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BD Pyxis™ MiniDrawer

Single dose, Multi-dose, or
Matrix dispensing

ﬁ @ BD Pyxis™ Pro

Single-wide or
Triple-wide pockets

Half-Height BD Pyxis™ CUBIE
Drawer

Three pocket sizes

Full-Height BD Pyxis™ CUBIE
Drawer

Four pocket sizes




Compatible Auxiliaries

BD Pyxis™ Pro MedStation™ Main is compatible with BD Pyxis™ Pro and BD Pyxis™ ES Auxiliaries®

e One BD Pyxis™ Pro Main supports up to 12 auxiliaries” ——
Te————
e BD Pyxis™ Pro Mains are compatible with both :

BD Pyxis™ Pro and current BD Pyxis™ ES auxiliaries*

e BD Pyxis™ Pro Mains support BD Pyxis™ Pro and
current BD Pyxis™ ES auxiliaries* simultaneously
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BD Pyxis™ Pro
Secure Tower Auxiliary

BD Pyxis™ Pro Refrigerator
7 cubic foot

BD Pyxis™ Pro
7-Drawer Auxiliary

BD Pyxis™ Pro
7-Drawer Auxiliary
w/ Secure Tower Auxiliary**

BD Pyxis™ Pro
Med Auxiliary Tower
(Single Column)

BD Pyxis™ Pro
Refrigerator w/ Secure
Tower Auxiliary™

*Only compatible with BD Pyxis™ ES Auxiliaries with Pyxisbus connectors. Auxiliaries with Medcart connectors are not compatible.
**Stacked units must be ordered together at the same time. BD does not support stacking or unstacking units outside of the manufacturing process.

Flexibility to Scale

One BD Pyxis™ Pro MedStation™ Main can support up to 12 auxiliaries at the same time.”

Up to three 7-drawer
Aucxiliaries. (Up to two of the
three can be BD Pyxis™ ES

Each BD Pyxis™ Pro
MedStation™ Main can
support the following:

Up to three of any combination
of BD Pyxis™ Pro Refrigerator
Auxiliaries and Secure Tower

Auxiliaries. (One auxiliary can be

Up to four Single Column
Auxiliary” Towers or Up to
two Pyxis ES Tower Double

Up to two Remote
Manager Temp Monitors

devices) a BD Pyxis™ ES 5 cubic foot or Column Auxiliaries*
13 cubic foot refrigerator)
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*Only compatible with BD Pyxis™ ES Auxiliaries with Pyxisbus connectors. Auxiliaries with Medcart connectors are not compatible.




External Dimensions

BD Pyxis™ Pro MedStation™ Main, Refrigerator Auxiliary with Secure Tower Auxiliary and 7-Drawer Auxiliary
with Secure Tower Auxiliary fit in the same footprint as BD Pyxis™ MedStation™ ES Main and 7-drawer Auxiliary

Height Weight Depth
BD Pyxis™ Pro MedStation™ Main 57.5” 22.8” 29.7” 30 minute battery backup
BD Pyxis™ Pro Refrigerator Auxiliary 427 228 27.5 7 cubic foot, Left or Right hinge
BD Pyxis™ Pro 7-Drawer Auxiliary Cabinet 473" 228" 297+ | Drower types support single dose, multi-dose

and matrix dispensing

Left or Right hinge, Stackable on BD Pyxis™
BD Pyxis™ Pro Secure Tower Auxiliary 36.2” 22.8” 27.5” Pro 7-Drawer Auxiliary and BD Pyxis™ Pro
Refrigerator or free standing

Integrates refrigerated and ambient

BD Pyxis™ Pro Refrigerator with Secure Tower Auxiliary 743 228 29.4 temperature storage in the same footprint

BD Pyxis™ Pro 7-Drawer Auxiliary with Secure Supports secure storage of ambient

79.6” 22.8” 29.7”

Tower Auxiliary temperature meds
BD Pyxis™ Pro Med Auxiliary Tower (Single Column) 78.9” 29.7” 275" SR;%T\}eTnge ol 4 e, EamigelEle vl

Dimensions include recommended standoffs for plugs and cables.

Compatible with New Analytics in BD Incada”

Entereis Inventory Optimization + 0 —~ = o BD’s new analytics solution is designed to enhance
‘ medication management for health system pharmacy
leaders using BD Pyxis™ products.

4.84 521 21
Key Features
o Starter Kit Liveboards

e Customizable Visualizations
and Filters
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