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This checklist is designed as a tool for device cleaning personnel after being fully trained on the 

proper cleaning procedure. This checklist can also serve as an ongoing review and reinforcement for 

best practices for cleaning BD Alaris™ System devices.  

 

 

Name:   Department:  

Employees 

Initials upon 

review 

Reinforcement and description 

 Cleaning the case—use recommended cleaners ONLY 

 I understand to have the device upright, turned off and to have the power cord 

unplugged before cleaning. 

 I use a recommended cleaning product on the BD Alaris™ System. 

 I understand to attach IUI connector covers before cleaning the case to protect the 

IUI connectors. 

 I understand when wiping down all exposed surfaces to NOT use a cloth that 

drips and I have wrung out the cloth to squeeze out excess liquid. 

 I know to use a dedicated soft-bristled brush to clean the case to remove any 

visible residue.  The brush may also be used to clean narrow or hard-to-reach 

areas. I do not use the same brush I used to clean the case to also clean the IUI 

connectors to avoid inadvertent transfer of the cleaner or contaminants to the IUI 

connectors. 

 I follow the cleaner manufacturer’s instructions on the time to leave it on the 

device surface. I do not allow the cleaner to collect on the instrument.  Then I 

wipe off the cleaner using a soft cloth dampened with water. 

 Cleaning the Inter Unit Interface (IUI) Connectors—70% isopropyl 

alcohol (IPA) ONLY 

 I remove the IUI connector covers before I clean the IUI connectors. 

 When cleaning the IUI connectors on the sides of each device, I apply 70% IPA 

directly to a separate dedicated IUI cleaning brush.  To prevent cross-

contamination, I do not dip the brush into the IPA.  

 I brush the IUI connectors up and down.  I do not brush them side-to-side, as this 

can damage the pins. 

 I realize to avoid accidental fluid deposits on the connectors, to NOT use any spray 

cleaners anywhere near the IUI connectors and NEVER ALLOW ANY CLEANER 

OTHER THAN 70% IPA TO CONTACT THE IUI CONNECTORS. 
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 Drying and Inspection  

 I understand the importance of allowing all devices and IUI connectors to 

thoroughly dry for about 15 minutes.  I DO NOT attach devices that have not 

fully dried to one another as “wet mating” can hinder proper instrument 

operation. 

 I realize part of the cleaning process includes inspection of all BD Alaris™ System 

devices. My inspection includes: 

• Surfaces and moving parts for signs of damage, such as cracks and 

broken parts 

• Opening the Pump Module and PCA Module doors and inspecting the 

parts inside 

• Bottom of the PCU to check if any of the four battery screws or 

washers are missing 

 I realize part of the cleaning process includes inspection of the IUI connectors on 

both sides of all BD Alaris™ System devices. My inspection includes: 

• cracks 

• surface contaminants 

• blue or green deposits 

• any other damage  

 I understand that devices with any damage should be sent to Biomedical 

Engineering for repair. 

 I understand to find the most current cleaning information for the BD Alaris™ 

System at: bd.com/alarissystemcleaning  

 

 

 

 

 

 

 

 

 

 

My signature verifies that I have reviewed and understand the concepts described above.  

Employee 

Signature:  

___________________________________________ Date:      

         

__________________  
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https://www.bd.com/en-us/offerings/capabilities/infusion-therapy/infusion-therapy-resource-library?search=cleaning

